
 
 

Sodick (Thailand) Co ., Ltd. 

The cost-friendly and entry 
model of Wire-Cut EDM. This 
model can achieve to high level 
as other High End Sodick EDM. 

 Highest level of Entry model Wire-Cut EDW     

Create your future 



X-Axis stroke (mm) 350 

Y-Axis stroke (mm) 250 

Z-Axis stroke (mm) 220 

U x V-Axis stroke (mm) 80x80 

Max. workpiece dimensions (W x D x H) Flush 
Max. workpiece dimensions (W x D x H) submerge 

(mm) 
780x570x215 
780x570x200 

Max. workpiece weight (kg) 350 

Work Tank dimension（W x D） (mm) 810x650 

Wire diameter (mm)  ø0.15-ø0.3 

Machine dimension（W x D x H） (mm) 1895x2180x1960 

Machine weight (kg) 2400 

Total Power Input  50/60Hz 11KvA 

Air Flow  0.5MPa ・30NL/min 
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X-Axis stroke (mm) 500 

Y-Axis stroke (mm) 350 

Z-Axis stroke (mm) 250 

U x V-Axis stroke (mm) 80x80 

Max. workpiece dimensions (W x D x H) Flush 
Max. workpiece dimensions (W x D x H) submerge 

(mm) 
960x670x245 
960x670x230 

Max. workpiece weight (kg) 700 

Work Tank dimension（W x D） (mm) 990x750 

Wire diameter (mm)  ø0.15-ø0.3 

Machine dimension（W x D x H） (mm) 2300x2590x2040 

Machine weight (kg) 2950 

Total Power Input  50/60Hz 11KvA 

Air Flow  0.5MPa ・30NL/min 
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